/— CRADE

11" ROTARY DRILL HOLE
FOR CONDUIT INSTALLATION

ASPHALT ROAD
LOOP WIRE IN SAWCUT _\
0N

J S
INSTALL INTERNAL BUSHING—/A

ON CONDUIT END

DRILL HOLE AT
18" MIN
GUTTER PAN

\

24" DEPTH

TWIST LOOGP WIRE FROM

LOOP TO HANDHOLE 1" CONDUIT SLEEVE

NOTES:

1. LIQUID TIGHT FLEXIBLE NON METALLIC CONDUIT SHALL BE
SUBSTITUTED FOR 1“ GALVANIZED CONDUIT SLEEVE
WHERE THE DISTANCES BETWEEN THE DRILLED HOLE FOR
CONDUIT SLEEVE AND HANDHOLE IS £ 6°.

2. INSTALL DUCT SEAL IN BOTH CONDUIT SLEEVE ENDS.

3. SLEEVE AND SAWCUT SHALL NOT DAMAGE OR CONTACT
CURB AND GUTTER.

SECTION FOR

HMA OR CONCRETE ROAD WITH COMBINATION CONCRETE CURB AND GUTTER
REFER TO APPROPRIATE 800 SERIES STANDARD PLATE FOR DETAILS.

f—GRADE

117" ROTARY DRILL HOLE
FOR CONDUIT I[NSTALLATION
DRILL HOLE AT

18" MIN TN

24" DEPTH

HMA ROAD

LOOP WIRE I[N SAWCUT

INSTALL INTERNAL BUSHING
ON CONDUIT END

TWIST LOOP WIRE FROM
LOOP TO HANDHOLE

1" CONDUIT SLEEVE
NOTES:

1. LIQUID TIGHT FLEXIBLE NON METALLIC CONDUIT SHALL BE
SUBSTITUTED FOR 1" GALVANIZED CONDUIT SLEEVE
WHERE THE DISTANCES BETWEEN THE DRILLED HOLE FOR
CONDUIT SLEEVE AND HANDHOLE IS < 6'.

2. INSTALL DUCT SEAL I[N BOTH CONDUIT SLEEVE ENDS.

3. SLEEVE AND SAWCUT SHALL NOT DAMAGE OR CONTACT
CURB AND GUTTER.

SECTION FOR

HMA ROAD WITH HMA CURB
REFER TO APPROPRIATE 800 SERIES STANDARD PLATE FOR DETAILS.
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